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SUMMARY

l!hedynmic characteristics of an axial-piston, variable-
stroke jet-engine fuel pump were experimentallydetermined by
frequency-responsetests. It was found that the pump can be
approximated by a first-order linear system with an average time
constant of 0.04 second. The omler of magnitude of the lag of
the pump is’negligible ccmpared with ourrent jet engines. It
was also established that such a PU@ may be used for obtaining
sinusoidal fuel pressures of v=iable frequency and amplitude. -

INTRODUCTION ‘

The exploration of the potentialities of jet-propulsion
power plants during transient operation has iniicated the possi-
bility of utilfzin.gexperimental frequenoy-response techniques to
obtain basic engine information. The frequency-response methcd,
employing sinusoidal inputs to the engine and measuring the mag-
nitude and the phase angle of the sinusoidal outputs, shows prom-
ise of beoaming an effective means of supplementing the usual
time-responsemethod, which uses step inputs. A frequency-response
test on a complete engine can yield information on each component
of the engine with more accuracy and wi%h less analysis than is
required for a step-input, time-response test.

The use aP frequency-respotiemethds to study jet-engine-
control combinations in the dynemic state leads to an analysis
similar to that employed in linear electromechanical servanechan- .
isms. Thus, any complex system is broken into simple components
or bloclm and the transfer function, a means of defining the time
relation between output and input, is determined for each block.
The characteristics of the entire system are theriobtained by can.
bining the blocks and their transfer functions (references 1 and 2).

.
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2 NACA TN 2109 “

A block diagram of a jet-engine configurationwith an inde- D

pendent oontrol (open loop) is shown in figure 1. This configu-
ration may he changed into a closed-loop system by having the out-
put variables control the input variable (reference3). In any
system, whether open or closed loop, the fuel pump serves as the
~ink between the fuel control and the engine (with the fuel-
distribution system considered as part of the engine) and conse-
quently the pump dynamic characteristics &re of prhs im~ortance
to the over-all characteristics c& the system.

,

An investigation of the dynamic oharaoteristics of an ~lal-
piston variable-stroke jet-engine fuel pump wes therefore con-
ducted at the lWCA Lewis laboratory to:

1.

2.

3.

Detezmine experimentallythe transfer function of suoh a
Pm

Compare the transfer function of such a Tmp with that of
current $et engines

Develop a fuel system that will produoe a sinusoidal fuel
pressure of variable frequency, smplitude, and base pres-
sure to serve as the input to an engine for frequency-

!.

response tests

The variable-stroke sxial-piston-type pump was chosen because
o

of its wide application to jet engines and also because its steady-
state characteristics showed a linear relation be’%weenfuel p?ea-
sure and control oil press- that was independent & the pump
load’or speed.

The following symbols

a Oonstant

f~ corner frequency,

G(j&) frequenoy-yariant

smBm

are used in this report:

(cycles/see)

part of transfer funotion

—.——— ——-. . . —. .
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K1

K2

KG(J.W)

k

N(JO$

p@@

Pf(j(!))

AP

Q

s =

t

T

(0

constant relating steady+tate change in fuel pressure to
steady-state change in control oil pressure (frequency-
invariant part of transfer function)

oonstant relating steady-state change in engine speed to
steady-state change in fuel pressure (frequency-
invariant part of transfer function)

transfer function

constant relating flow to prqssure drop, ((lb/sq in.)/tuft/aec)

sinusoidal oomponent of

sinusoidal component of

sinusoidal compment of

engine speed

control oil pressure

fuel pressure

instantaneous pressure drop across restriction

instantaneous flow out of cylinder, (CU ft/sec)

maximum flow of fluid out of cylinder, (cu ft/see)

J61

time, (see)

time constant, (see) ‘

@= ~Quency, (r@i~/see)

Subscripts:

1 fuel pump

2 engine

c control oil pressure ~

ANALYS3H

The transfer
the time relation

and the change in.

I

0

function of a fuel pump is a meana of defining
between the change in output flow or pressure
the input signal. The input signal to the pump

—. .—— —–—— — --—. .———



4 I?ACATM 2109

investigated was a control oil pressure and the output was the
fuel pressure. The pump transfer funotion is therefore

.
Pf(jo)

KIG-@@ = —
PC(3W)

;~~io~(ti) is the frequency-vaiant part
The block diagram of this pump in

jet eng&e is shown in figure 1.

(1)

of the pump transfer
combination with a

A jet engine will have its transfer function relating, for
example, change in engine speed to change in fuel pressure in the
dynamic state, ea shown in figure 1 and reference 4. That is, ,

(2)

where ~~ (ju?) is the engine transfer function and G2(J@) is
the frequency-variant part of the transfer function.

The transfer function of the fuel pump-and
will then be

engine combination

(3)

and the hrportance of the pump trensfer function K1~( j6)) on

the system transfer function KG(jti) will depend on the relative
time response of %( jw) and %( jm).

AimA!m

Description and Opration of Pump

The fuel pump, schematically shown in figure 2, “isa variable-
stroke multipiston pump with an internal servocontrol that auto-
matically adjusts the outlet fuel pz%ssure, as dictated by an
external control oil pressure. This fuel pressure is a linear
function of the control oil pressure.

The pumping pistons are driven by a wobble plate that is
pivoted on the drive shaft. me angle of the wobble plate is
determined by a control piston and plunger. The valving mechanism

.

,,
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lUICATN 2109 5

.

oonsists of an eooentrioallymounted plate with oircular porlm
that ~ogressively vent the piston obibers to either the intake
or exhaust annular concentric chambers. A built-in ~= _ SUp-

plies oil at high pressure to move the control piston and plunger
that actuate the wobble plate and to return the pumping pistons.
The high-pressure oil is also,used for lubrication“andoan be
used, after throttling, as the external oontrol oil applied to
the.servopiston.

Although the details given in the preceding sections are,
exclusive features of this particular pump, the basic meohanism
of the wobble plate and control cylinder is u88d rather extensively
to obtain variable stroke in axial-piston punwa. The principhl
lag in such a system
cylinder with fluia.
first-omier lag with
Thus, it is believed

. generally applicable
same pressure range,

is the time re~-a to fill the Oontroi “
Such a system w be characterized as a
it’sparticular time constant (reference 5).
that the methods of this investigateion are
for any pump of this type operating in the
pruvided the controlling mechanism is linear.

Auxiliary Equipment

I&equency-response testing of electric and
ment is a well-established practice and is well

electronic equip-
dooumented h

literature. Z&equency-response investigationshave recently been
conducted on hydraulic and mechanical systems such as control
units, hydraulic transmissions, and so forth: (See references 5
and 6.) In these tests the inputs were al~s either electric
signalE or mmhenical displacements, and the frequency band of
interest was usually 5 to 50 cyoles per second. ~ the ease of
electric and electronic equipment, the working frequencies’are
even higher. ,

Hydraulio Sine-Wave Generator

For this investigation, the input reqtied was a ~draulic
pressure and preliminary calculations indicated that the frequency#
band of interest would be O to 10 cycles per seoond. Hence, it
was neoessary to devise a hydraulic sine-wave generator of vari-
able frequency and amplitude that would operate in the region of
O to 10 cycles pm second.

The prfnoiple @ operation of the hydraulic sine-wave genera-
tor is to achieve a sinusoidal flaw of the fluid in the system and

9
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NACA TN 21096

to force
pressure
small to
and flow

this flow through a restrfotion to produce a sinusoidal
variation. The volume of flow must he kept sufficiently
insure a practically line= relation between pressure
over the range of pressures used. A schematic drawl~

of a system employing-this ~inciple is shown in figure 3, where
the sinusoidal flow is produced by an eccentricallymounted cir-
cular cem meting a piston, and the restriction is a needle valve.

The flow out of the cylinder can be written as

Q ‘“~’ SiIl Ut (4)

E ~ is sufficiently small and the flow is assumed lam-
inarj the pressure hop across the restriction In the line can be
written as

Ap=kQ (5)

or, by substitution,

Ap%kC&sj.n6.)t (6)

which shows that the desired sinusoidal pressure variation is theo-
retically achieved. In the apparatus shown in figure 4, variable-
frequency csm motion is obtained by having a oonstant-speed elec-
trio motor drive a variable-speed transmission to which is attached
a cam consisting of an eccentricallymounted ball bearing.- This
cam acts on a spring-returnedflat-foot follower that is attached
to the piston rod of a stock hydraulic actuator cylinder. The
exit ports of the cylinder are joined to prcduce a net displace-
ment of fluid equal to the area of the piston rod times the
eccentricity of the osm.

The sinusoidal flow is then directed to an accumulator
through a needle valve, whioh serves as the variable restriction
for emplitude control of the pressure pulse. The hydraulio accu-
mulator is used both as a reservoir and as-a means of loading the

. system to a base pressure. In this manner, a pressure pulse of
variable frequency and amplitude and adjustable bese pressure is
available on the actuator side of the emplitude-control valve.

The phase shfft between the piston position and the pressure
wave, due to the accumulator-valvecombination, did not affect the
operation of the system
to the pressure wave.

.-

beoause all measuremen~ were referenced

. —. —-———
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PROCEDUREAm INs~A!rIoN

.

A schematic diagram of the setup used for the frequency-
response investigation of the pump is shown in figure 5. The sine-
wave generator desoribed in the preceding section “ma used to fur-
nish the control oil ~essure for the.pump. Fuel was supplied to
the pump from a tank by a booster pump. The pump discharged
through a throttle ~lve back to the fuel tank. Fuel pressure
was measured just ahead of the throttle valve by means of a strip-
chart pressure recorder. Control oil pressure was msasured just
ahead of the inlet to the pump servo unit on another strip-ch~
pressure reootier. The pressure recorders were synchronized by
solenoid-actuated timing pens that recorded l/10-second intervals
on the strip charts. Lubricating oil and charge oil were supplied
to the pump from an oil tank; the oil pressure was generated by
the internal gear pump built into the fuel pump.

Vibration of the teit bed, ca~ed by the pump drive system,
necessitated using coils of tubing es mechanical filters in the
lines leading to the pressure recordem in order to attenuate
these vibrations, which were approximately 20 cycles per second.
Equal lengths of tubing were inserted between the pump and the
pressure recomiers to obtain identical hydraulic circuits. A com-
parison of simultaneous recordings of the same sinusoidal pressure
by both strip-chart recordezw showed the two systems to be dynam-
ically identioal.

●

The fol.lowingprocedure was followed during the frequency-
response tests:

The pump was brought up to the operating s~ed and the con-
trol oil pressure was adjusted by means of the helium pressure in
the accumulator to give the predetermined fuel pressure. The
fuel-discharge throttle valve wfs then adjusted to give the
desired fuel flow, as measured by the rotameters. With these base “
conditions set, the sine-wave generator was started and the needle
valve was adjusted to give the desired control-oil-pressureampli-
tudes at the midmum frequency. After al.lowlngsufficient time
for any transients in the system to disappear, the strip-chart-
pressure-recorder&rives and timer were started and the pressure
variations were recotied. This procedure was repeated, keeping
the same inpWL amplitude but verying the frequency over a range
from 0.3 to 8 cycles per second. Shilar runs were made at dif-
ferent amplitudes, pump speeds, and fuel flows.

.
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,

#

The possibility of intr~ucing meesurlng errors due .tothe
-C chsraoteristics of the instrumentswas elhinated by inter-
changing the input and output recording circuits and making several
frequency-responsetests, as previously described.

RIHJL!E3MD DECUSSIOR

The steady-state char&terietics of the pump are presented
in figures 6 and 7. The relation between fuel pressure and con-
trol oil pressure taken at a fixed pump spOea and outlet restric-
tion area is shown in figure 6. The slope of the line is fixed
by the servwalve design, however, and.remains fixed regardless
of the pur@ speed or outlet throttle. The effect of pump speed .

on fuel pressure at constant control oil pressure is given in fig- “
ure 7. ~ the operating speed range of the pump (above 1400 rp),
the pump maintains practically constant fuel pressure, regardless
of its speed or flow, by adjustment of the wobble-@ate position.

Sample records of control-oil- and fuel-pressure traoes,
obtained during frequency-responsetests, are shown in figure 8
for a frequency of 0.35 cycle per second and in figure 9 for a
frequenoy of 3.6 cycles per second. Pulsations in the fuel pres-
sure, %elieved due to vibration in the pump drive system, neces-
sitated using “faireilcurves to detemnine the fuel-pressure smpli-
tties end phase angles. Amplitudes were read from the pressure
scales given “m the *s and phase angles were &etermine& fzqn
the s~chronizea timing marks on both charts. The pulsations in
the fuel pressure and the decrease in wavelength with inoreasi.ng
frequency, which callea for higher-then-recommendedstrip-chart
speeds, renderea the phese-engle computations less accurate at
hi@er frequencies. The proximity of the fuel-pressure trace of
figwFe 9(a) to a true sine wave at a frequency of 5.6 cycles
per second is shown in figure 10. It is to be notes that the
superWpose& vibration shown in figure 10 has the sane amplitude
(+5 lb/sq h:) and the ssme frequency (apprcmhnately20 cps) as
the vibration shown in figore 8(a).

.

.

All the runs were made at a base oontrol oil pressure of
150 pounds per square inti, corresponding to a base fuel pressure .

of 340 pounds.per square inch.

Typical frequency-responseresults are she% in figure 11.
The ordinate of the amplitude-attenuationcurve (flg. n(a) ) is.
the ratio of the mesmzred fuel-pressure amplitude to the fuel.
pressure chenge that is obtainea in the steady state (6)= O) for

.

If
-.,
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a change in control
amplitude, as given
(See equation (l).)

9

oil pressure equal to-the control-oil-pressure
by a calibration curve, such as figure 6.
The amplitude points of figure n(a) follow

the path of a first-onler lag system wiliha time constant T of
0.039 second and a corner frequency fc (frequenc$ atiwhich the

.
ayetem attenuates to 0.707, or fc = .*) of 4.1 cycles per second;

however, the phase-angle @rote of figure n(b) deviate somewhat
from a first-order system. It is lmown that the @rose-angle meas-
urements are less accurate than the emplitude-attenuationmeasure-
ments. It should be noted, however, tiat tie data Pofits of fig-
ure n(b) almost consistently fall below the first-order curve.
It canbe analyticalfi shown that if the pump is a seoond-order

.
system with a transfer function of the typ

(l+TS)~l~Ta )‘ ‘hen
for small values of the constant a the amplitude curve follows
very closely that Qf a first-onier system, but the phase shift
increases appreciably over that of a first-orde~ system. 5e
amplitude-responseand phase-angle curves for a value of a = 0.1
are shown as dashed lines in figure 11.

The d@amic-linearity range of the pumpwas investigated by
conducting frequency-response tests at the same base conditions
but with input control-oil-~essure amplitudes of 20, 30, and
40 pounds per square inch. ‘J!heresults of these tests are pre-
sented in figures 12(a) and 12(b) for a pump speed of 1750 rpm.
The frequency responses shown in these fi-s do not vary appre-
ciably with amplitude; that is, the variation of corner frequency
is slight and random and hence it is concluded that the pump
remains linear for input amplitudes up to 40 pounds per square inch.

The effect of pump speed on frequency response is shown in
figures 13(a) and 13(b), were results are shown for pump speeds
of 1750 and 2500 rpuj covering.a range of amplitudes. From fig-
ure 13(a) it is evident that increasing the STE@ increased the
corner frequency from 4.6 cycles per second at 1750 rpn to
8.2 cycles per second at 2500 rpn. This increase in corner fre-
quency is equivalent to a decrease in time constant from 0.034 to
0.0195 second. The faster response at higher swed is iue to the
smaller change in wobble-plate position necessary to achieve a
given change in flow at the higher speed. -

The decrease in phase shift accompanying the increase in
corner frequency with increasing epeed is shown in figure 13(b).
For exemple, at a frequency of 4 cycles per second, the average
phase shift at 1750 ~ isapproximately 46°; whereas at 25CK)rpm

—-————— — ———— —-—— .—— --———–—
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the
for
(T

are

phase shift is only
first-order systems
of 0.034 and 0.0195
drawn together with

270. The calculated phase-angle curves
with corner frequencies of 4.6 and 8.2
see), as detemnined frcm figure I-3(a)~
the calculated curves for a second-order
-1

Lsystem of form with the same the constant as
(l+Ts ) (1+0.lTs)

Previously msntioned.

The effect of fuel flow on frequency response is shown in
figmes 14(a) and 14(b) for pump speeds of 1750 and 2500 rpm. At
both speeds a change in fuel flow of almost 20 ~rcent had no
appreciable effect on the frequency response. !lMs result”is to
be expected, inasmuch as conditions of different fuel flow at the
seineoutlet pressure merely specify different base wobble-plate
Toeitions, which shouM not ha+e any appreciable effeet on the
= frequency response.

he effect of the fuel-pump response on the engine can be
estimated by comparing attenuation curves. Figure 15 shows the
attenuation curve for a set engine, assuming a first-order system
with a corner frequency of 0.16 cycle per second (t@ constant
of 1 see, reference 4), and also shows the attenuation curve for
the fuel pump, assmning it to be a first-order system with a cor-
ner frequency of 6 cycles per second (time constant of 0.027 see).
The pump attenuates at a frequency much higher than the engine and,
consequently,may be considered to res~nd instantly when campared
with the engine.

The relatively negligible time constant of the pump, its wide
linearity range, end the ease of obtaining sinusoidal pressure
variations contribute to making this type of fuel pump an
excellent device for providing sinusoidal fuel-flow inputs for
conducting frequency-~sponse tests on jet engines.

SUMMARY OF RESULTS .

An axial-piston variable-stroke fuel pump waa investigated
by frequency-responsemethods employing a hydraulic sine-wave gen-
erator of varying frequency$ amplitude,.euiibase pressure as a
means for obtaining a controlled pump input. The pump was found
to approximate a first-order lag system with a the constant of ,
the order of 0.04 second. Input amplitude and fuel flaw did not
have any effect on the pump response characteristics. Increasing
the pump speed, however, decreased the time constant appreciably.

.

●

-—-—— -.—— .



NACA

This
when

TN 2109

type of fuel pump may be considered to
cmnpxed with current Jet engines, and

Id

have negligible leg
lends itself.readily

to pralucing a sinusoidal fuel pressure of varying emplitmde and
frequenoy for use es an input for frequency-response tests on jet
engines.
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Figure 1. - Block diagr= and transfer
functionof a fuel-p- and jet-

engine combination.
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—
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.

.

—
plate
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o

(b) Simlified symb:;::e::agra Of servocontrol .

Figure 2. - Concluded. Schematic diagram of variable-stroke
multipiston fuel pump with internal servouontrol sy’stem.
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Figure 3. - Schematic of hydraulic sine-wave generator.
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Figure 6. - Static calibration for variable-stroke axial-piston
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FigI
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me 7. - Effect of pump speed on fuel pressure at fixed control oil
pressure and outlet restriction.
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.

.

(a) Ftwl presstme, pnmls per swku’e inch. ,

m s. ‘-Pressure traoes at frewenoy of‘0.35oyolepar seoond.;pumpe, 1750 qpn.’

.
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(a) Fuel pressure, ptxda per square inoh.

,,

I?@ore 9. - -same traoes at frquenoy of 3.6 oyoles per seoond; pump speed, 1730rra.
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Experimental data
Calculated f~t-order lag system

— with TaO.039 secondof fo= (~+%~) .

Calculated second rder lag system
-!

of form ~l+Ts)( l+o.l%sf
with uO.039 seoond

.0

.8

.6

.5

.4

.3
(a) Amplitude attenuation.

Fre@enay, ups

(b) Phase angle.

Figure 11. -Frequenoy response at pump speed of 1750 rpm, oontrol+il-pressure
amplitude of 20 pounds per square Inoh, and base fuel flow of 9250 pounds per
hour.
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O Expertiental data
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Figure 12. - Effect of input m-plitud? at pump speed of
of 2250 pounds per hour.

1750 rpn and base fuel flow
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Figure .12.- Concluded. Effect of input amplitude at pump speed of 1750 rpm and
base fuel flow of 2250 pounds per hour.
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Figure 13. - Conoluded. Effect of pump speed at base fuel
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Figure 14. - Effect of fuel flow on frequency re3pon9e at controlail-pressure
amplitude of 20 pounds per square Inch.
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Figure 13. - Comparison of jet+ngine and fuel-pump attenuation curves.
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